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Together, improving life

Attestation of Conformity

W. L. Gore & Associates GmbH
Hermann-Oberth-Strasse 26
85640 Putzbrunn

Germany

declares as manufacturer under sole responsibility, that the component

GOREP® PolyVent Ex+
PMF200400

which is used for air pressure equalization in enclosures, conforms with
the provisions of the following European Directives by applying the
harmonized standards:

Directives:
2014/34/EU (ATEX)

Standards:
1SO 20653:2013
EN 60529:1991+A1:2000+A2:2013+AC:2019-02

Ex-Standards:

EN 60079-0:2018

EN 60079-7:2015+A1:2018
EN 60079-31:2014

EU Type Examination Certificate:
IBEXUT6ATEX1193 U

Notified Bodies:
= EU-Type Examination IBExU Institut fur Sicherheitstechnik GmbH (0637)
= Quality Assurance  Kiwa Nederland B.V. (0063)

Putzbrunn, 11/03/2020

Andreas Schlueter
General Manager
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Housing wall

Instructions for Use

PMF200400 meets the following directives/standards:
Directive 2014/34/EU

= SO 20653:2013

= EN 60529:1991+A1:2000+A2:2013+AC:2019-02

EN 60079-0:2018 (IEC 60079-0:2017)

EN 60079-7:2015+A1:2018 (IEC 60079-7:2015+AMD1:2017)
EN 60079-31:2014 (IEC 60079-31:2013)

ATEX-/IECEx-Classification: &I12G Ex eb IIC Gb; & 11 2D Ex tb I1IC Db
EU Type Examination Certificate: IBExUI6ATEX1193 U
IECEx Certificate of Conformity: |ECEx IBE17.0013U

Notified Bodies:
= EU-Type Examination IBExU Institut fir Sicherheitstechnik GmbH (0637)
= Quality Assurance Kiwa Nederland B.V. (0063)

Specific Conditions of Use:

The installation of the PMF200400 into equipment must be certified
separately. This involves, amongst other things, checking the
thermalparameters. The operating temperature at the vent must not
fall below —40 °C and must not exceed 125 °C.

The PMF200400 must be installed so that the required clearances and
creepages according to the corresponding standards are met.
Damaged PMF200400 must be replaced immediately.

When installing in a plastic enclosure, the PMF200400 must be
appropriately earthed.

National assembly and installation regulations must be observed
(e.g. IEC/EN 60079-14, IEC/EN 60079-17 und IEC/EN 60079-19).

Installation Instructions
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Installation without counter nut: o - Centeraxis |l

e . of through-hole jSRIN

= Prepare enclosure as specified m 600 Beli s

on the right é‘ =2 sz

= Enclosure thickness =5 mm o e
@

Installation with counter nut:

= Replace threads with through-hole
of @12.1 = 0.1 mm

= Enclosure thickness = 3.0 mm

Housing wall

This applies to both installation options:
= Installation torque: 0.9 & 0.3 Nm
= Chamfer: clean and smooth
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